GSM FCT

Overview

The GSM FCT series Fixed Cellular Terminals are a flexible and cost-effective solution for
connecting to the digital wireless GSM network. When there Is no fixed infrastructure or if
you need additional telephone lines:

= Install the terminal
=+ Run cabling from the FCT to any place
= You will be ready to connect and use standard telephones, fax machines, computers (Internet) and PBXs

The terminals feature the latest technology, which makes them perfect for everyday communication:

Technical Specifications

~ Immediate primary telephone access
=~ Availability of extra lines

[~¥] Can be connected to EPABX for usage in Multi User Environment

~ Free Unlimited mobile-to-mobile calls[] (depends on the network operator)

[ Caller 1D

v] Easily movable

System Specifications

Air Interface Standard Intelligent RJ-11 Interface

= GSM 900 Phase 1 I Ringer equivalence number (REN) 5.0A
=1 GSM 1800 Phase 2 ~1 Dynamic Echo Cancellation
Environment Transmit power

~| Operating Temperature Range: -10°C to +50°C “ GSM 900: 2 watts
[+] Storage Temperature Range: -25°C to +65°C =] GSM 1800: 2 watis

Connectors Enclosure
<l RJ-11 interface jack for voice 21 ABS Plastic Cover & Plastic Aluminium
[+] SMA Antenna Connector Power Dissipation

[~ DC Power Input Jack ] AC Power input: £ 12W
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Other Locations:
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